6.7.1 Symbols


The ECDIS Chart 1, which comes with the presentation library (IHO S-52 Appendix 2) can be used for this series of test, and specifically, must be used for 6.7.1e.

Alternatively, the files from 6.4.1 can be used for checking symbols (with the exception of 6.7.1e):



6.4.1 Power Up\ENC_ROOT



From IEC 61174 Section 6.7.1:

Verify compliance in accordance with IMO resolution MSC.191(79) for chart display (See 6.1, Annex K). The following checks are included:
a) Check that the chart symbols conform to the IHO presentation library.

b) Display simplified chart symbols. Check that the simplified symbols conform to the IHO presentation library.

c) Perform zoom-in and zoom-out operations in each mode and check that the symbols do

not decrease in size below that shown in the IHO presentation library.

d) Check that it is possible to display own ship in true scale or as a symbol.

e) Display “Buoys and Beacons (Q)” part of the ECDIS Chart 1 (cell name AA5C1Q00).

Check that the height of the CHKSYM01 symbol is not less than 5 mm.

f) Check that the number of pixels (lines) which comprise the vertical extent of the symbol

CHKSYM01 is not less than 16.

g) Using a sample of text contained in the chart, for example manual updates, mariners

notes, ENC text or pick reports, check that the height of upper-case characters is not less

than 3,5 mm.

h) Check that the navigational elements conform to Annex E.

This is a test of the ECDIS functionality and it is not directly related to the specific data content of the TDS.

