6.8.4 Display Priorities

Load files from:



6.4.1 Power Up\ENC_ROOT

IEC 61174 Section 5.2 provides the guidelines for display priorities:

Layers are required to establish the priority of data on the display. The general rule for the

priority between different categories of information is given below: (S-52/5.3(a)) (See 6.8.3,

6.8.4.)

.1 ECDIS visual alarms/indications (for example caution, overscale);

.2 HO-data: points/lines and areas plus official updates;

.3 Notices to mariners, manual input and radio navigational warnings;

.4 HO-caution (ENC cautions);

.5 HO-colour-fill area data;

.6 HO's on demand data;

.7 radar information;

.8 mariners data: points/lines and areas;

.9 manufacturer's data: points/lines and areas;

.10 mariners colour-fill area data.

NOTE 1 This list is not intended to indicate a drawing sequence, but to specify that the information content of category n + 1 must not obscure the information content of category n or any higher category (i.e. n – 1, etc.). (S-52/5.3(b)(1).) (See S-52, appendix 2/2.3.2 a)

NOTE 2 Category .7 shall have a radar off switch to facilitate its removal. In order to meet the requirements of 4.6.3.4 to adjust ship's position, the ECDIS may incorporate the capability of changing the radar priority of the presentation library. Operation of this feature shall be clearly indicated. (S-52/5.3(b)(2).) (See S-52, appendix 2/2.3.2 b) (See 6.8.13)

The following plots may also be useful references for evaluating drawing priorities:
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