6.8.16 Manual Updates

Load the file:

6.4.1 Power Up\ENC_ROOT\ gb5x01sw.000


From IEC 61174 Section 6.8.16:

a) Add a new point and restricted area features from the presentation library, locating them at selected positions.

b) Delete an existing feature.

c) Check to see that any update text information relevant to the new condition and to the

source of the update entered by the mariner is recorded by the system. Verify that this

update can be re-displayed on demand.

d) Verify that EUT is capable of sensing indications and alarms related to the SENC data

from manual updates.

e) Verify that manual updates are distinguishable as described in S-52, appendix 2 /2.3.4.

f) Verify that any manual updates removed from the display during the last 3 month period are retained and can be reviewed.

Using the editing tools available with the EUT, make the following
changes and include a short textual description of the action to test 6.8.16a-c:

-insert a dangerous wreck near: 32 31.5S, 60 57.3E marked by East and West Cardinal buoys near: 32 31.5S, 60 57.46E and 32 31.5S, 60 57.16E respectively;

-insert a prohibited entry area between Panther and Tinker Shoals timed to come into force at 20050220. A cautionary area in the same location is in force from date of issue to 20050220;

-extend western limits of the prohibited entry area and delete cautionary area; and,

-insert 15 metre sounding at 32 31.7S, 60 57.4E.


To test d), plot a course through the newly added prohibited area after the “come into force” date. The system should provide an indication and alarm that the vessel should not pass through this area. Similarly, if the extension of the prohibited area covers an existing route, an indication must be given.


The manual updates should remain identifiable as non-official updates (See (e) above).


Extended testing and/or manipulation of the system clock are required to test 61174 6.8.16f. It is the responsibility of the manufacturer to provide instructions for this process.

