6.5.1c Invalid ENC object


Load file:



6.5.1c Invalid ENC Object\ENC_ROOT\GB5X01NE.000



From IEC 61174 Section 6.5.1c:

c) Load an ENC containing an object not valid for ENC purpose, i.e. an object, attribute and attribute value not recognized by the presentation library. Check that the symbol magenta “?” occurs at the indicated position on the test chart when the standard display is selected.

The purpose of this test is to ensure that the system utilizes the magenta

“?” symbol when it encounters an object whose display instructions are not in the presentation library.
This file is a copy of GB5X01NE.000 from the 6.4.1 Power Up\ENC_ROOT directory and has been modified so that it contains 3 objects for which an object, an attribute, and an attribute value are not recognized by the presentation library. The 3 modifications are described below:

i.
INVALID OBJECT

The object CGUSTA (OBJL 29) at:

32 30.924S, 60 58.719E

has been changed to OBJL 999.

ii.
INVALID ATTRIBUTE

The attribute BOYSHP (ATTL 4) for object BOYSPP (OBJL 19) at:

32 31.740S, 60 59.155E

has been changed to ATTL 777.

iii
INVALID ATTRIBUTE VALUE

The attribute value for BOYSHP (ATTL 4) for object BOYLAT (OBJL 17) at:

32 31.665S, 60 58.243E

has been changed to 555.

