6.8.15.3 Records and Logs

Load the file from:

6.4.1 Power Up\ENC_ROOT\ gb5x01sw.000
followed by the updates:

6.8.15.3 Records and Logs\ENC_ROOT\gb5x01sw.001
6.8.15.3 Records and Logs \ENC_ROOT\gb5x01sw.002
6.8.15.3 Records and Logs \ENC_ROOT\gb5x01sw.003

6.8.15.3 Records and Logs \ENC_ROOT\gb5x01sw.004


6.8.15.3 Records and Logs \ENC_ROOT\gb5x01sw.005

From IEC 61174 Section 6.8.15.3:

Tests shall be applied in all EUT operating modes, i.e. route planning and route monitoring.

a) List on the display, and observe the contents of the record of updates, including the time of application to the SENC.

b) Verify that the log file contains the following information:

.1 date and time of application/rejection;

.2 complete and unique identification of update described in the S-57 product

specification;

.3 any anomalies encountered during application;

.4 type of application: manual/automatic.

c) Verify that the summary report for the update set provides the following information:

.1 identification of issuing authority;

.2 update numbers of the update files;

.3 cell identifiers of cells affected;

.4 edition number and date of ENC cells involved;

.5 number of updates in the affected cells.
 

The table below indicates the basic update information, if they the updates have been successfully applied:

	Update
	Edition # (EDTN)
	Update # (UPDN)
	Issue Date (ISDT)

	gb5x01sw.001
	1
	1
	20010509

	gb5x01sw.002
	1
	2
	20050101

	gb5x01sw.003
	1
	3
	20050908

	gb5x01sw.004
	1
	4
	20050922

	gb5x01sw.005
	1
	5
	20051006



The ability to display the information listed in 6.8.15.3a-c is a function of the ECDIS and is independent of the data loaded in the system.

