6.8.13 Radar and Plotting Information
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From IEC 61174 Section 6.8.13:

Where the capability for displaying radar, radar tracks or AIS is provided, verify compliance in accordance with IMO resolution MSC.191(79). (See 6.1 and Annex K):

a) observe the display without radar overlay, switch on the radar overlay, the radar tracks and the AIS, as available, and ensure that the SENC information is not degraded, and is clearly distinguished;

b) observe the display without radar, then switch on the radar overlay, the radar tracks and the AIS, as available, and ensure that these match in scale, orientation, projection and accuracy, within the ranges defined in IEC 62388. Check that a change of scale of the radar, if it is a separate unit, does not affect the EUT/radar image in scale, orientation, projection and accuracy;

c) ensure that the displayed position of the ship may be adjusted manually;

d) note that the accumulated offset is clearly indicated;

e) ensure that the radar image, tracked target information, AIS information and other added navigational information may be removed by single operator action;

f) set EUT to accept and display transferred plotting targets and AIS information. Set the

simulator to the equivalent of stabilized, north-up mode and to 12-mile range. Check that

the target and AIS information is being accepted and displayed correctly;

g) vary the radar antenna offset and confirm that the position of radar overlay, radar tracks, AIS, as available, on the EUT changes accordingly.

For this test a radar target in a fixed position shall be simulated.
This section is a test of the functionality of the ECDIS and is not related to the TDS.

